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CenturyLink, Inc.

	Ref
	LSOG6 POP 120 REF
	Field Name
	N/R/C/O

	Negotiated Business Rules


	Field Length
	Field Characteristics
	Valid Values

	
	
	
	N = Not Req’d

R = Required

C = Conditional

O = Optional
	
	
	
	

	
	
	DLR Query (DLRQ)
	
	N=Not Req’d., R=Required, O=Optional, C=Conditional, P=Prohibited, Blank=Action Type is N/A, * = Repeating Field (# of stars indicates level of repetition)
	
	
	

	
	
	Administrative Section
	
	
	
	
	

	DLRQ1
	1
	CCNA
	R
	
	3
	a/n
	

	DLRQ2
	
	ACNA
	R
	Access Carrier Name:  This is a code identifying the Co-Provider.

ACNA value cannot be equal to CCNA.
	3
	a/n
	

	DLRQ3
	2
	TXNUM
	R
	Co-Provider generated and may be reused one month after initial inquiry.
	22
	a/n
	

	DLRQ4
	3
	D/TSENT

XML:  DT_TM_SENT
	R
	
	12
	a/n
	CCYYMMDDHHMinMin Military Time

	DLRQ5
	4
	TXTYP
	R
	
	1
	a
	L = DLR

	DLRQ6
	5
	TXACT
	R
	
	1
	a
	A = New Inquiry

	DLRQ7
	
	SCATEG 
	R
	Search Category:  This field identifies what search is being done.
	1
	a/n
	L = DLR

	
	
	Design Layout Record (DLRQ) Query Section
	
	
	
	
	

	DLRQ8
	
	CKTFORMAT
	R
	Circuit ID format type
	1
	a/n
	S = Serial

T = Telephone

C = Carrier

M = Message Trunk

	DLRQ9
	
	SERNUMCKT
	C
	Serial Number Circuit

Required if CKTFORMAT = S
	27
	a/n
	Format consists of the following components:

Prefix: 2 a/n.  Optional.  Space is also valid.

Service Code & Modifier: 2-4 a. Preceded by a slash (/).  Required.

Serial Number: 1-6 n. Proceeded by a slash (/).  Required.

Suffix: 1-3 a/n. Preceded by a slash (/).  Optional.

CO Code: 2-4 a/n. Preceded by a slash (/).  Required.

Segment:  1-3 a/n. Preceded by a slash (/).  Optional.

	DLRQ10
	
	TELNUMCKT
	C
	Telephone Number Circuit

Required if CKTFORMAT = T
	30
	a/n
	Format consists of the following components:

Prefix: 2 a/n.  Optional.  Space is also valid.

Service Code & Modifier: 2-4 a. Preceded by a slash (/).  Required.

NPA: 3 n. Preceded by a slash (/).  Required.

NXX: 3 n. Preceded by a slash (/).  Required.

Line: 4 n. Preceded by a slash (/).  Required.

Extension:  1-5 a/n. Preceded by a slash (/). Optional.

Segment:  1-3 a/n. Preceded by a slash (/). Optional.

	DLRQ11
	
	CARFACCKT
	C
	Carriers Facility Circuit

Required if CKTFORMAT = C
	36
	a/n
	Format consists of the following components:

Channel Group Number: 1-5 a/n. Required.

Facility Type: 1-6 a/n. Preceded by a slash (/).  Required.

A Location CLLI Code: 8 or 11 a/ n. Preceded by a slash (/).  Required.

Z Location CLLI Code: 8 or 11 a/n. Preceded by a slash (/).  Required.

	DLRQ12
	
	MSGTRKCKT
	C
	Message Trunk Circuit

Required if CKTFORMAT = M
	48
	a/n
	Format consists of the following components:

Trunk Number: 1-4 a/n. Required.

Traffic Class: 1-2 a/n. Preceded by a slash (/).  Required.

Office Class: 1-2 a/n. Preceded by a slash (/).  Required.

Traffic Use Code: 2 a/n. Preceded by a slash (/).  Required.

Traffic Modifier: 1-7 a/n. Preceded by a slash (/).  Optional.

A Location CLLI Code: 8 or 11 a/ n. Preceded by a slash (/).  Required.

Pulse & Direction: 2 a/n

Preceded by a slash (/)

Optional.

Z Location CLLI Code: 8 or 11 a/n. Preceded by a slash (/).  Required.

	
	
	Design Layout Record (DLRR) Response Section
	
	
	
	
	

	
	
	Administrative Section
	
	
	
	
	

	DLRR1
	1
	CCNA
	R
	
	3
	a/n
	Echo from query

	DLRR2
	
	ACNA
	R
	Access Carrier Name:  This is a code identifying the Co-Provider
	3
	a/n
	Echo from query

	DLRR3
	2
	TXNUM
	R
	
	22
	a/n
	Echo from query

	DLRR4
	3
	D/TSENT

XML: DT_TM_SENT
	R
	
	12
	a/n
	CCYYMMDDHHMinMin Military Time

	DLRR5
	4
	TXTYP
	R
	
	1
	a
	Echo from query

	DLRR6
	5
	TXACT
	R
	
	1
	a
	Echo from query

	DLRR7
	
	RESPONSE
	R
	This field identifies if ‘Good’ or ‘Bad’ response is being returned.
	1
	a/n
	G = Good

B = Bad

	DLRR8
	
	SCATEG
	R
	Search Category:  This field identifies what search is being done.
	1
	a/n
	Echo from query

	
	
	Design Layout Record (DLRR) Response Section This section is echoed back only if RESPONSE = G.
	
	
	
	
	

	DLRR9
	
	CKTFORMAT
	C
	Circuit ID Format Type
	1
	a/n
	Echo from query

	DLRR10
	
	SERNUMCKT
	C
	Serial Number Circuit

Returned if CKTFORMAT = S
	27
	a/n
	Echo from query

	DLRR11
	
	TELNUMCKT
	C
	Telephone Number Circuit

Returned if CKTFORMAT = T
	30
	a/n
	Echo from query

	DLRR12
	
	CARFACCKT
	C
	Carriers Facility Circuit

Returned if CKTFORMAT = C
	36
	a/n
	Echo from query

	DLRR13
	
	MSGTRKCKT
	C
	Message Trunk Circuit

Returned if CKTFORMAT = M
	48
	a/n
	Echo from query

	DLRR14
	
	DLRHDR*
	C
	Design Layout Record Header
	80
	a/n
	

	
	
	
	
	
	
	
	

	DLRR15
	
	DLRDTL*
	C
	Design Layout Record Details
	80
	a/n
	

	
	
	Error Section (DLRR)
This section is filled in only if RESPONSE = B.
	
	
	
	
	

	
	
	
	
	
	
	
	

	DLRR16
	
	ERRCODE*
	C
	Error Code:  Indicates a predetermined error code.
	14
	a/n
	Format (Character positions):

1-3   : Form Name

4-11 : Field Name

12-14 : Error Code  

	DLRR17
	
	ERRMESG*
	C
	Error Message: Indicates additional information about the error.
	255
	a/n
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