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CenturyLink, Inc.

	Ref
	Field Name
	Action Type
	Resale Frame Relay
	Negotiated Business Rules
Rules apply to individual products.

Product number precedes the needed business rule (e.g.: 1-4 means rule applies to products 1, 2, 3 & 4;  1,4 means rule applies only to 1 & 4) 
	Field Length
	Field Characteristics
	Valid Values

	
	
	
	15
	N=Not Req’d., R=Required, O=Optional, C=Conditional, P=Prohibited, Blank=Action Type is N/A, * = Repeating Field (# of stars indicates level of repetition)
	
	
	

	
	3.2 Administrative Section
	
	
	
	
	
	

	1
	PON
	Not used by CenturyLink 
	
	
	16
	a/n
	 

	2
	VER
	Not used by CenturyLink 
	
	
	2
	a/n
	

	3
	AN
	Not used by CenturyLink 
	
	
	16
	a/n
	

	4
	ATN
	Not used by CenturyLink 
	
	
	12
	a/n
	

	
	3.3 UNI CIRCUIT DETAIL SECTION
	
	
	This section represents the Frame Relay circuit, also known as an Access Link
	
	
	

	5
	LOCNUM
	Not used by CenturyLink 
	
	
	5
	n
	

	6
	LNA
	Not used by CenturyLink 
	
	
	1
	a
	

	7
	CKR
	N=New Installation

D=Disconnect

W=Conversion As Is

V=Conv As Specified

Z=Conv As Spec/No DL

C=Change

T=Outside Move

R=Record

M=Inside Move
	O

N

O

O

O

O

N
	This entry represents the Co-Provider circuit number.

Product 15:

Virgule (/) is not a valid character.
	44
	a/n
	

	8
	ECCKT
	N=New Installation

D=Disconnect

W=Conversion As Is

V=Conv As Specified

Z=Conv As Spec/No DL

C=Change

T=Outside Move

R=Record

M=Inside Move
	C

N

R

R

R

R

N
	This field represents the CenturyLink Circuit ID.  All components within the ID should be delimited by periods. This field is required on all requests after CenturyLink makes the assignment of the circuit number.
	42
	a/n
	

	9
	JK CODE
	Not used by CenturyLink 
	
	
	5
	a/n
	

	10
	JK NUM
	Not used by CenturyLink 
	
	
	2
	a/n
	

	11
	JK POS
	Not used by CenturyLink 
	
	
	2
	n
	

	12
	JR
	Not used by CenturyLink 
	
	
	1
	a
	

	13
	NIDR
	Not used by CenturyLink 
	
	
	1
	a
	

	14
	IWJK
	N=New Installation

D=Disconnect

W=Conversion As Is

V=Conv As Specified

Z=Conv As Spec/No DL

C=Change

T=Outside Move

R=Record

M=Inside Move
	C

N

C

C

N

N

N
	Valid only in states where Co-Provider has negotiated inside wiring.
	5
	a/n
	Valid Jack USOCs

	15
	IWJQ
	N=New Installation

D=Disconnect

W=Conversion As Is

V=Conv As Specified

Z=Conv As Spec/No DL

C=Change

T=Outside Move

R=Record

M=Inside Move
	N

N

N

N

N

N

C
	Valid only in states where Co-Provider has negotiated inside wiring.
	2
	n
	01 – 99

	16
	CFA
	N=New Installation

D=Disconnect

W=Conversion As Is

V=Conv As Specified

Z=Conv As Spec/No DL

C=Change

T=Outside Move

R=Record

M=Inside Move
	C

N

N

N

C

O

N
	CFA is provided by the Co-Provider/Reseller when a higher facility is required to design this service.
	54
	a/n
	Product 15:

The delimiter between each element of the CFA field is either a single virgule (/) or a single period.

	17
	CLK
	Not used by CenturyLink 
	
	
	1
	a
	

	18
	NVC
	Populated by CenturyLink 
	
	
	3
	n
	

	19
	PSPEED
	N=New Installation

D=Disconnect

W=Conversion As Is

V=Conv As Specified

Z=Conv As Spec/No DL

C=Change

T=Outside Move

R=Record

M=Inside Move
	R

N

C

C

C

C


N
	This entry is required if changing the speed of an existing circuit.
	6
	a/n
	Examples:

56K

1.544M

	20
	LMP
	N=New Installation

D=Disconnect

W=Conversion As Is

V=Conv As Specified

Z=Conv As Spec/No DL

C=Change

T=Outside Move

R=Record

M=Inside Move
	C

N

C

C

C

C

N
	This entry is required if the entry is other than 4 = Auto which is the CenturyLink default.
	1
	n
	1 = LMI

3 = Annex D

4 = Auto (default)

5 = Other (CCITT)

6 = None

	21
	ZLG
	Not used by CenturyLink 
	
	
	1
	a
	

	22
	LEAN
	Not used by CenturyLink 
	
	
	20
	a/n
	

	23
	LEATN
	Not used by CenturyLink 
	
	
	12
	n
	

	
	3.4 Virtual Circuit Detail Section
	
	
	This section represents the permanent virtual circuits. The LNEX through Be and the related circuit section may repeat as a group within this section along with the Related Detail Section.
	
	
	

	24
	LNUM*
	Not used by CenturyLink 
	
	
	3
	n
	

	25
	LNEX*
	N=New Installation

D=Disconnect

W=Conversion As Is

V=Conv As Specified

Z=Conv As Spec/No DL

C=Change

T=Outside Move

R=Record

M=Inside Move
	R

N

C

C

C

C

N
	An entry is required if the Virtual Circuit Detail Section is populated.


	4
	n
	

	26
	VCACT*
	N=New Installation

D=Disconnect

W=Conversion As Is

V=Conv As Specified

Z=Conv As Spec/No DL

C=Change

T=Outside Move

R=Record

M=Inside Move
	R

N

C

C

C

C

N
	An entry is required if the Virtual Circuit Detail Section is populated.

This entry identifies the type of activity associated with the PVC. This field must be populated if adding new PVCs.  A value of C requires REMARKS.

If ACT = N, VCACT must equal N.
	1
	a
	N = New

C = Change

D = Disconnect

R = Record Activity

	27
	DLCI*
	N=New Installation

D=Disconnect

W=Conversion As Is

V=Conv As Specified

Z=Conv As Spec/No DL

C=Change

T=Outside Move

R=Record

M=Inside Move
	O

N

C

C

C

C

N
	The DLCI identifies the logical connection address between the CenturyLink’s switch and the ECCKT

CenturyLink assigns the DLCI on a new activity (if not assigned by the Co-Provider) and will be returned in the FOC. An entry is required if the VCACT = C or D.
	4
	n
	

	28
	CIR*
	N=New Installation

D=Disconnect

W=Conversion As Is

V=Conv As Specified

Z=Conv As Spec/No DL

C=Change

T=Outside Move

R=Record

M=Inside Move
	O

N

O

O

O

O

N
	This entry identifies the rate of ingress traffic across the ECCKT under normal conditions.

This field is optional if the VCACT=N or C.  The CIR will be assigned by CenturyLink if not entered by the Co-Provider.

The CenturyLink default is one half of the circuit band rate.
	5
	a/n
	The last character of this entry is always expressed in megabits (M) or kilobits (K).

Example:  16K

	29
	Bc*
	N=New Installation

D=Disconnect

W=Conversion As Is

V=Conv As Specified

Z=Conv As Spec/No DL

C=Change

T=Outside Move

R=Record

M=Inside Move
	O

N

O

O

O

O

N
	An entry is optional if the Virtual Circuit Detail Section is populated.

This entry identifies the maximum amount of data that a user is permitted to offer to the network during the time interval (Tc) across the ECCKT.
	5
	a/n
	

	30
	Be*
	N=New Installation

D=Disconnect

W=Conversion As Is

V=Conv As Specified

Z=Conv As Spec/No DL

C=Change

T=Outside Move

R=Record

M=Inside Move
	O

N

O

O

O

O

N
	An entry is optional if the Virtual Circuit Detail Section is populated.

This entry identifies the maximum amount of data that a user is permitted to offer to the network that exceeds Bc during the time interval (Tc) across the ECCKT.

CenturyLink assigns if not provided by the Co-Provider.
	5
	a/n
	The last character of this entry is always expressed in megabits (M) or kilobits (K).

Example: 24K

	31
	GD*
	Not used by CenturyLink 
	
	
	1
	a
	

	32
	LEAN*
	Not used by CenturyLink 
	
	
	20
	a/n
	

	33
	LEATN*
	Not used by CenturyLink 
	
	
	12
	n
	

	
	3.5 Related Circuit Detail Section
	
	
	This section is populated for establishing and disconnecting a PVC. The information entered is a recap of existing detail or detail associated to pending Circuit order requests and defines the other   

end of the PVC. This section may  repeat with the Virtual Circuit Detail Section.
	
	
	

	34
	RPON*
	N=New Installation

D=Disconnect

W=Conversion As Is

V=Conv As Specified

Z=Conv As Spec/No DL

C=Change

T=Outside Move

R=Record

M=Inside Move
	C

N

C

C

C

C

N
	This entry identifies the PON which is establishing the physical connection for this end of the PVC.

This field is used to relate multiple requests.  

Required if RECCKT and RORD fields are not populated. 

The first LSR in the series would have a blank RPON if the "PG_OF_" field in LSR form is populated. 

The subsequent LSRs would all have the PON of the first LSR in this RPON field. 

Optional fields can also represent related PON without a "PG_OF_" field in LSR form.
	16
	a/n
	

	35
	RECCKT*
	N=New Installation

D=Disconnect

W=Conversion As Is

V=Conv As Specified

Z=Conv As Spec/No DL

C=Change

T=Outside Move

R=Record

M=Inside Move
	C

N

C

C


R

C

N
	This entry identifies the CenturyLink related physical circuit ID against which the PVC activity is requested.

This field is required when the RPON field is not populated and the “PG_” of the ”PG_OF_” field in LSR form is greater than 01.
	42
	a/n
	

	36
	RORD*
	N=New Installation

D=Disconnect

W=Conversion As Is

V=Conv As Specified

Z=Conv As Spec/No DL

C=Change

T=Outside Move

R=Record

M=Inside Move
	C
N
C
C


C
C

N
	This entry identifies the CenturyLink order number that is establishing the physical link.

This field is required when the RPON field is not populated and the “PG_” of the “PG_OF_” field in LSR form is greater than 01.
	9
	a/n
	

	37
	RDLCI *
	N=New Installation

D=Disconnect

W=Conversion As Is

V=Conv As Specified

Z=Conv As Spec/No DL

C=Change

T=Outside Move

R=Record

M=Inside Move
	N

N

C

C

C

C

N
	This entry identifies the logical connection address between the CenturyLink switch and the RECCKT.

This field is required when the DLCI changes. The entry should be the same as the DLCI field.
	4
	n
	

	38
	RCIR *
	Not used by CenturyLink 
	
	
	5
	a/n
	

	39
	RBc *
	Not used by CenturyLink 
	
	
	5
	a/n
	

	40
	Rbe *
	Not used by CenturyLink 
	
	
	5
	a/n
	

	41
	RACNA*
	Not used by CenturyLink 
	
	
	3
	a
	

	42
	RPSPEED* 
	Not used by CenturyLink 
	
	
	6
	a/n
	

	
	Remarks Section
	
	
	
	
	
	

	43
	REMARKS
	N=New Installation

D=Disconnect

W=Conversion As Is

V=Conv As Specified

Z=Conv As Spec/No DL

C=Change

T=Outside Move

R=Record

M=Inside Move
	C

N

C

C

C

C

N
	An entry is required if VCACT = C and otherwise is optional.

Product 15:

If an RFR promotion using the USOC PROMO is ordered, REMARKS are required to explain the service details for the requested promotion.  The MANUAL IND must = Y.


	255
	a/n
	

	43a
	MANUAL IND
	N=New Installation

D=Disconnect

W=Conversion As Is

V=Conv As Specified

Z=Conv As Spec/No DL

C=Change

T=Outside Move

R=Record

M=Inside Move
	O

N

C

C

C

C

N
	Manual Indicator:  Indicates that the Co-Provider acknowledges that the request contains information that must be processed manually by the CenturyLink Service Center.
MANUAL IND must be set to Y by the Co-Provider if the REMARKS field contains information that must be processed manually by the CenturyLink 

Service Center or if any other rule indicates the MANUAL IND should be set to 'Y'.  
Product 15:

If an RFR promotion using the USOC PROMO is ordered, MANUAL IND must=Y and REMARKS are required to explain the service details for the requested promotion.
	1
	a/n
	Product 15:

Y = REMARKS must be processed manually.

N = REMARKS do not need manual attention.



	44
	PG_of_
	Not used by CenturyLink 
	
	
	6
	N
	


33
Revised: 9/09/15
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